
integrity® antistatic contamination control mats

DESCRIPTION
Multilayer adhesive sticky mats with 30 layers. Suitable mainly for electronics productions 
where electric discharge could cause problems. Produced only from harmless materials, with 
water solvable anti-static adhesives.

LayER stRUctURE sHEEt tHicknEss nO OF sHEEts tOtaL tHicknEss

Top Cover Sheet 0.035 ± 0.005 mm 1 0.035 mm

Disposable Sheet 0.035 ± 0.005 mm 30 1.050 mm

Bottom Cover Sheet 0.055 ± 0.005 mm 1 0.055 mm

itEm mEasURE mEtHOD

Ball Tack ASM200 35cm ASTM D 3121

Adhesion ASM200 180g KSA 1107

Bottom Adhesion 600g KSA 1107

Width within AV Medical Method

Length within within AV Medical Method

Tensile Strength 1.5 kg/cm KSM 3001

Dust Removal 99.9% in Five Steps AV Medical Method

Surface Resistance 1010 ASTM D 257

Decay Half Life 3.4 seconds JIS L 1094:1997

GRaDE ASM200

matERiaL Polyethylene Film coated with acrylic (water solvable) adhesive

cOLOURs Blue

ORDER cODE siZE cOLOUR

609-0010 457mm x 1143mm (18” x 45”) Blue

609-0011 660mm x 1143mm (26” x 45”) Blue

609-0012 914mm x 1143mm (36” x 45”) Blue

DATASHEET 

WIDA GENERAL TRADING L.L.C 
ADDRESS: NO. 201 GREEN CORNER BLDG. 
AL JAZEIRA ST., AL RIGGA RD. 
DUBAI, PO BOX 171315 
UNITED ARAB EMIRATES 
PHONE: +971 4 2959818 
FAX: +971 4 2501223 
E-MAIL: SALES@WIDACO.COM


